1. CONTRACT ID CODE PAGE OF PAGES
AMENDMENT OF SOLICITATION/MODIFICATION OF CONTRACT N/A 1 | 3
2. AMENDMENT/MODIFICATION NO. 3. EFFECTIVE DATE 4. REQUISITION/PURCHASE REQ. NO. 5. PROJECT NO. (If applicable)
0006 24 OCT 01 N/A SPEC. NO. 1221

6. ISSUED BY CODE 7. ADMINISTERED BY (If other than Item 6) CODE |
DEPARTMENT OF THE ARMY DISTRICT ENGINEER
U.S. ARMY ENGINEER DISTRICT, SACRAMENTO U.S. ARMY ENGINEER DISTRICT, SACRAMENTO
SACRAMENTO, CALIFORNIA 95814-2922 1325 ) STREET

SACRAMENTO, CALIFORNIA 95814-2922

ATTN: CONTRACTING DIVISION

8. NAME AND ADDRESS OF CONTRACTOR (No., street, county, State and ZIP Code) (\/ )|9A. AMENDMENT OF SOLICITATION NO.

< DACWO05-01-B-0005

9B. DATED (SEE ITEM 11)
25 SEP 2001

10A. MODIFICATION OF CONTRACTS/ORDER
NO.

N/A

10B. DATED (SEE ITEM 13)
CODE FACILITY CODE N/A

11. THIS ITEM ONLY APPLIES TO AMENDMENTS OF SOLICITATIONS

The above numbered solicitation is amended as set forth in Item 14. The hour and date specified for receipt of Offers |:| is extended, is not ex-
tended.

Offers must acknowledge receipt of this amendment prior to the hour and date specified in the solicitation or as amended, by one of the following methods:

(a) By completing Items 8 and 15, and returning 1 copies of the amendment; (b) By acknowledging receipt of this amendment on each copy of the offer
submitted; or (c) By separate letter or telegram whichTncludes a reference to the solicitation and amendment numbers. FAILURE OF YOUR ACKNOWLEDG-

MENT TO BE RECEIVED AT THE PLACE DESIGNATED FOR THE RECEIPT OF OFFERS PRIOR TO THE HOUR AND DATE SPECIFIED MAY RESULT

IN REJECTION OF YOUR OFFER. If by virtue of this amendment you desire to change an offer already submitted, such change may be made by telegram or

letter, provided each telegram or letter makes reference to the solicitation and this amendment, and is received prior to the opening hour and date specified.

12. ACCOUNTING AND APPROPRIATION DATA (If required)

13. THIS ITEM APPLIES ONLY TO MODIFICATIONS OF CONTRACTS/ORDERS,
IT MODIFIES THE CONTRACT/ORDER NO. AS DESCRIBED IN ITEM 14.

(\/ )|A. THIS CHANGE ORDER IS ISSUED PURSUANT TO: (Specify authority) THE CHANGES SET FORTH IN ITEM 14 ARE MADE IN THE CON-
——1 TRACT ORDER NO. IN ITEM 10A.

B. THE ABOVE NUMBERED CONTRACT/ORDER IS MODIFIED TO REFLECT THE ADMINISTRATIVE CHANGES (such as changes in paying office,
appropriation date, etc.) SET FORTH IN ITEM 14, PURSUANT TO THE AUTHORITY OF FAR 43.103(b).

C. THIS SUPPLEMENTAL AGREEMENT IS ENTERED INTO PURSUANT TO AUTHORITY OF:

D. OTHER (Specify type of modification and authority)

E. IMPORTANT: Contractor |:| is not, |:| is required to sign this document and return copies to the issuing office.

14. DESCRIPTION OF AMENDMENT/MODIFICATION (Organized by UCF section headings, including solicitation/contract subject matter where feasible.)
NAPA RIVER FLOOD PROTECTION PROJECT, DEMOLITION FOR CONTRACT 1B AND 2 EAST
NAPA RIVER, CALIFORNIA

1 ENCL

1) REVISED PAGES: SECTION 13281A (ADDED NEW PARAGRAPH 3.3.4).

Except as provided herein, all terms and conditions of the document referenced in Item 9A or 10A, as heretofore changed, remains unchanged and in full force
and effect.

15A. NAME AND TITLE OF SIGNER (Type or print) 16A. NAME AND TITLE OF CONTRACTING OFFICER (Type or print)

15B. CONTRACTOR/OFFEROR 15C. DATE SIGNED [16B. UNITED STATES OF AMERICA 16C. DATE SIGNED
(Signature of person authorized to sign) (Signature of Contracting Officer)

NSN 7540-01-152-8070 30-105-02 STANDARD FORM 30 (REV. 10-83) USAPPC V2.00

PREVIOUS EDITION UNUSABLE EESC{$5%2£)05S3A.\243
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3.

tape or a barrier installed at a reasonable distance from
where the lead control work is perforned.

2 USE OF HYG ENE FACI LI TI ES

a. Personnel and equi pnment shall be decontam nated when exiting the
| ead hazard control area. The Contractor shall conply with the
foll owi ng personnel and equi pnent decontamni nati on procedures:

(1) HEPA vacuum outer garnments and equi pnent.

(2) Wet W pe Equi pnent.

(3) Renover outer |layer of garnents.

(4) Thoroughly wash face and hands, if showering not required.
(5) Shower (if applicable).

(6) Renobve Respirator (if applicable).

(7) Exit lead hazard control area

b. The Contractor shall provide, and workers shall use, a change room
to change into work clothing at the beginning of a work shift. At
the end of the work shift workers shall change back into street
clothing and | eave contami nated work clothing at the site for
di sposal or |aundering.

c. The Contractor shall provide an eating facility as free as
practical fromlead contam nation. Wrkers shall be all owed usage
of the eating facility for rest/lunch breaks. 3.3 WASTE DI SPOSAL

PROCEDURES

3.

3.1 Construction Debris and/or Sanitary Landfill Waste

The Contractor shall dispose of the follow ng waste streans in a
construction debris landfill: Building Denolition Debris, Used Persona
Protective Equi pment, and Di sposable material from contai nnent structures.

.3.2 Waste Stream O assification

The Contractor shall determine the RCRA waste classification for all waste
streanms generated by the | ead hazard control project. The Contractor shal
performthe sanpling and analysis , evaluate analytical results and propose
wast e streamtreatnent and di sposal requirenents for the contract. The
Contracting O ficer will approve waste streamtreatnent and di sposa

requi renents proposed by the Contractor

.3.3 RCRA Subtitle C Hazardous Waste

The Contractor shall dispose of the follow ng waste streans at the RCRA
subtitle C Treatnent Storage and Disposal Facility or at the RCRA subtitle
C hazardous wastes landfill: Dust and pai nt chips from HEPA vacuum ng
operations.

.3. 4 Di scovery of Lead Based Pai nt

For any previously untested buil di ng conponents suspected to contain | ead
based paint and | ocated in areas i npacted by the work, the Contractor shal
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Napa Contract 1B and 2East Denvolition 1221

notify the Contracting Oficer (CO who will have the option of ordering up
to 50 bul k sanples to be obtained at the Contractor's expense and delivered
to a laboratory accredited under the National Institute of Standards and
Technol ogy (NI ST) "National Voluntary Laboratory Accreditati on Program
(NVLAP)" and anal yzed by PLM at no additional cost to the Government.
Sanpling activities undertaken to determ ne the presence of |ead based
pai nt shall be conducted by personnel who have successfully conpleted the
EPA Model Accreditation Plan (MAP) "Building I nspector” training course
required by 40 CFR 763, Subpart E, Appendix C.

Contractor will notify the CO about all structures that have not been

i nspected for |ead based paint indicated in sheets C1 and C2. COwl|
then notify Donna Maxey, |IH at 916-557-7437.

3.4 LEAD HAZARD CONTROL PROCEDURES, METHODS AND TECHNI QUES.
3.4.1 Encapsul ati on

The sel ection and use of liquid encapsul ation products shall conply with
ASTM E 1796.

3.4.1.1 Encapsul ation with Non-Rei nforced Liquid Coating

Non-rei nforced |iquid encapsul ati on coatings shall conply with ASTM E 1795.
3.4.1.2 Encapsul ation with Reinforced Liquid Coating

Rei nforced |iquid encapsul ation coatings shall conply with ASTM E 1797.
3.4.1.3 Encapsul ati on with Adhesively Bonded Systens

Surface preparation shall follow the selected nanufacturer's surface
preparation recommendati ons. Loose paint shall be renoved by wet
scrappi ng. Adhesively bonded floor tile shall be installed according to
manufacturer's directions. Manufacturer's adhesive reconmendati ons shal

be followed. Adhesively bonded covers that are used for encapsul ation
shall not be used for friction surfaces or on deteriorated conponents; i.e.
rotten wood, rusted steel, spalled plaster, and masonry in need of
re-pointing; severely deteriorated paint filns; or on surfaces in which
there is a known inconpatibility between two existing coating |ayers.

3.4.2 Pai nt Renpval Met hods

Prohi bited paint renoval nethods shall include: open flane burning or
torching, including the use of heat guns havi ng operating tenperatures
greater than 1,100 degrees F; nachi ne sanding or grinding wthout HEPA
exhaust; non-contai ned hydro bl asting or high-pressure water wash; abrasive
bl asti ng or sandbl asti ng wi thout HEPA exhaust; dry scraping, except near
el ectrical outlets or when using a heat gun. Chenical paint renpovers are
pr ohi bi t ed.

3.4.2.1 Wet Scrapi ng

Surfaces near electrical outlets shall not be noistened but shall be dry

scraped only. Loose material shall be scraped fromthe surface and
deposited onto the contai nnent plastic. Danp scrapings shall be cleaned up
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